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Receiver From
Company
Reference
Address
Phone
Fax
E-mail
Item n° : Customer pos. no.: Curve tolerance according to ISO 9906
60180259 H/ m—= Head — NKV 20/4F Ap / psi
Model : E -
555 ;80
1NKV20/4STE1IE3 50 E 9.5% i70
45 B
Pump data E £ 60
403 E
= £ 50
MEI = 355 C
303 F 40
Pressure rating : 232,1 psi 254 E
203 F30
Min. fluid temperature : 0°C = C
Mo i 207G 155 |« Application range »|| E 20
ax fluid temperature : ° = =
P,/ kW 3 Shaft power P2
Max Ambient temperature : 50°C 3 ;
Requested data 25
Flow: ni % Hy draulic efficiency
Head : 404
Fluid (%) : 204
- NPSH-values
Fluid Temperature : 20°C NPSH/'m ]
Density: 998,3 kg/m? 2
Kinemtic viscosity: 1,005 mn¥/s T T T T T T T T I T I T [T T T[T I T T T T
Vapor pressure : 0,34 psi 0 4 8 12 16 20 24 Q/ m¥h
Real duty point A
)
Flow: : :
Head :
NPSH : o
Shaft power P2 : ’ HE
Efficiency:
Materials
5|
8
Pump body Stainless Steel AISI 304
External sleeve Stainless Steel AlSI 304
Impeller Stainless Steel AISI 304
Pump shaft Stainless Steel AlSI 304
Mechanical seal SEE "SHAFT SEAL" SECTION e T T e T T T T e T T T o o
. ) ! NKV 10+PP M | | ™ |0 (™ |2 |85 |2 | M |2
Diffuser body and diffuser Stainless Steel AISI 304 Pt e o e o » |6 @z oz
Baseplate Galvanized steel
Shaft seal Weight : Okg
Type AlS| 316 Dimensions in mm
Stationary part Carbon A 1.125 G 136
Rotating part Silicon carbide B 660 H 1.525
C 400 H1 236
Elastomer EPDM
D 880 L 180
Motor data main pump: DNA on
Nominal power P2 : 4KV DNM 2" 12
E 60
Rated speed : 2910 1/min F 790
Rated woltage : 3~ 400V 50 Hz Pump connection
Nominal current : A Suction side : 2" /| 2321psi
Degree of protection : IP 55 Discharge side : 2"12 | 2321psi
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1NKV 20/4STE1IE3
Curve tolerance according to ISO 9906
H/m E Head — NKV 20/4 éApl psi
. - 88
60— 84
56 —| 80
a 76
52 — F
B =72
48— 9,5% 68
] 64
44 - E
] 60
40— 56
36— =52
B 48
32— =
. —44
28| 40
a 36
24 =
a £32
20 - 28
16 s24
7 — £20
7 |« Application range » | E
P, | kW E Shaft power P2
3,55
37
2,55
2
1,57
ni %,; Hy draulic efficiency
60
503
40
30
205
NPSH/ m NPSH-v alues
=
34
2
=
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Hydraulic data (dutypoint)
Suction side : Discharge side : Flow: Head : Rated speed :
2 2 2910 1/min
232,1 psi 232,1 psi
Project Project ID Created by Created on
19/09/24

DAB PUMPS reserves the right to make modifications without notice




DAB PUMPS S.p.A.
Via Marco Polo, 14 - 35035 Mestrino (PD), Italy
Q B DIMENSIONAL DRAWING Tel. +39 049 5125000 - Fax +39 049 5125950
D 19/09/24 Page3/3 www.dabpumps.com
Receiver From

Company

Reference

Address

Phone

Fax

E-mail

1 NKV 20/4STE1IE3
A
B 2

— g
Fmm
[IRIHTET it
Nt
I
iy

| T
el
= it
Z Hn
o i i
g <«
S
Sl 2
,Tl l“F T
L E F G
DESCRIZIONE A B C D E F G H H1 L DNA DNM
1NKV10+PP 1060 | 660 | 400 | 790 | 60 79 | 72 1525 | 226 | 180 |1"R2 2'
1 NKV15-20+PP 1125 | 660 | 400 | 880 | 60 790 | 136 | 1525 | 236 | 180 2" |22
Dimensionsin mm Pump connection
1 A 1.125 L 180
2 B 660 Suction
3 Cc 400 on
D 880 "
g ONA ” 2321 psi
6 DNM 2"1/2
7 E 60 Discharge
8 |F 790 2" 112
9 G 136 2321 psi
10 |H 1.525
11 H1 236
Project Project ID Created by Created on
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