HML Horizontal Multistage Stainless Steel HML Horizontal Multistage Stainless Steel
Centrifugal Pump Centrifugal Pump

Installation Dimensions:

SIZE (mm)

MODEL RATEI% FLOW | RATED HEAD
(m*/h) (m)
Slngle-phase Three-phase

HML8-10(T) 0.55 8 12 318 131 113
HML8-15(T) 0.75 8 20 187 174 125 318 131 113 72
HML8-20(T) 1.0 8 24 240 209 125 399 185 161 105
HML8-25(T) 15 8 27 240 209 125 399 185 161 105
HML8-30(T) 1.85 8 36 240 210 125 399 185 161 105
are HML8-35(T) 22 8 43 - 220 160 450 219 204 105
— HML8-40(T) 2.2 8 48 : 220 160 597 325 310 195
POWER | RATED FLOW | RATED HEAD
el o e P
HML8/HML8B/HML10/HML12/HML12B HML8-10B(T) 0.55 8 9 318 131 113
HML8-20B(T) 0.75 8 19 187 174 125 318 131 113 72
HML8-30B(T) 1.0 8 26 240 209 125 399 185 161 105
HML8-40B(T) 15 8 37 240 209 125 399 185 161 105
HML8-50B(T) 2.2 8 46.5 - 210 160 450 219 204 105
HML8-60BT 3.0 8 52 - 220 160 597 325 310 195
e RATED FLOW | RATED HEAD
(m“/h) (m)
-----
HML12-10(T) 1.0 12 135 318 131 113
HML12-15(T) 1.5 12 20 240 209 125 399 185 161 1 05
HML12-20(T) 1.85 12 28 240 209 125 399 185 161 105
HML12-25(T) 2.2 12 335 - 210 160 450 219 204 105
HML16/HML20 HML12-30T 3.0 12 39 - 220 160 597 325 310 195
POWER | RATED FLOW | RATED HEAD
Performance Table: MODEL | oopcwy | (i (m) -----
HML12-10B(T) 075 95 318 131 113
HML12-20B(T) 1.1 19.5 240 209 125 399 185 161 105
MODEL ';’,22’}\(’5\,? RATET%';')'OW RATE%;"EAD 1 HML12-30B(T) 1.85 295 240 209 125 399 185 161 105
Slng e-phase | Three-phase HML12-40B(T) 22 39.5 - 210 160 450 219 204 105
HML1-20(T) 0.25 ] 187 174 Er N I p— - HML12-50BT 3.0 50 - 220 160 597 325 310 195
HML1-30(T) 0.25 1 25 187 174 - 318 131 113 72
HML1-40(T) 0.37 1 33 187 174 - 336 149 131 20 =T
HML1-50(T) 037 : 3 187 74 - a4 167 149 108 ATED FLOW | FATED HEAD
HML1-60(T) 0.37 1 45 187 174 - 390 203 185 144 MODEL (m¥/h) ol
HML3-20(T) 0.25 3 15 187 174 - 318 131 113 72
HML3-30(T) 0.37 3 21 187 174 - 318 131 113 72 HML16-10(T) 1.0 16 10 187 318 131 113
L) 0.55 3 28 187 174 - 3% 149 181 90 HML16-20(T) 15 16 20 240 209 125 399 185 161 105
HML3-50(T) 0.55 3 35 187 174 - 34 167 143 108 HML16-30(T) 2.2 16 30 240 209 125 399 185 161 105
HML3-60(T) 0.75 3 4 200 188 g 390 208 179 | 144 HML16-40T 3.0 16 40 - 210 160 450 219 204 105
HML5-20(T) 0.37 5 13 187 174 - 318 131 113 72
HML5-30(T) 0.55 5 22 187 174 - 347 131 113 72
HML5-50(T) 1 5 35 200 188 - 380 167 143 108 MODEL POWER | RATED FLOW | RATED HEAD
HML5-60(T) 1.3 5 44 224 211 - 446 243 228 144 P2(KW) (m°/h) (m)
HML10-10(T) 0.65 10 12 240 209 125 399 185 161 105 -----
HML10-20(T) 1.2 10 24 240 210 160 450 219 204 105 HML20-10(T) 1.0 20 10.5 318 131 113
HML10-30(T) 22 10 36 - 220 160 537 265 250 135 HML20-20(T) 1.5 20 20 240 209 125 399 185 161 105
HML10-40T 3.0 10 48 - 220 160 597 325 310 195 HML20-30T 3.0 20 31.5 - 210 160 450 219 204 105
HML10-50T 3.0 10 65 - 220 160 597 325 310 195 HML20-40T 4.0 20 40 - 210 160 450 219 204 105



